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(8) The owner or operator shall add
the gap surface area of each gap loca-
tion for the secondary seal and divide
the sum by the nominal diameter of
the vessel. The owner or operator shall
include the calculations in the record
of the seal gap measurement as speci-
fied in §65.47(c)(2). The accumulated
area of gaps between the vessel wall
and the secondary seal used in com-
bination with a metallic shoe seal or
liquid-mounted primary seal shall not
exceed 21.2 square centimeters per
meter of vessel diameter (1.00 square
inch per foot of vessel diameter) and
the width of any portion of any gap
shall not exceed 1.27 centimeters (0.50
inch). The secondary seal gap require-
ments may be exceeded during the
measurement of primary seal gaps as
required by paragraph (c)(1) of this sec-
tion.

(9) If the owner or operator deter-
mines that it is unsafe to perform the
seal gap measurements or to inspect
the vessel to determine compliance be-
cause the floating roof appears to be
structurally unsound and poses an im-
minent or potential danger to inspect-
ing personnel, the owner or operator
shall comply with one of the following
requirements:

(i) The owner or operator shall meas-
ure the seal gaps or inspect the storage
vessel no later than 30 calendar days
after the determination that the roof is
unsafe; or

(ii) The owner or operator shall
empty and remove the storage vessel
from service no later than 45 calendar
days after determining that the roof is
unsafe. If the vessel cannot be emptied
within 45 calendar days, the owner or
operator may utilize up to two exten-
sions of up to 30 additional calendar
days each and comply with the record-
keeping requirements in §65.47(d).

(10) The owner or operator shall vis-
ually inspect for EFR failures, the ex-
ternal floating roof, the primary seal,
secondary seal, and fittings prior to
initial filling and each time the vessel
is emptied (including initially before
the vessel is filled with regulated ma-
terial), shall maintain records of the
EFR inspection results as specified in
§65.47(c)(1), and shall comply with the
refilling notification requirements
specified in §65.48(c)(1).
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(d) EFR repair requirements. (1) The
owner or operator shall repair condi-
tions that do not meet seal gap speci-
fications listed in paragraphs (c¢)(7) and
(8) of this section or any EFR failure
observed by the inspection required by
paragraph (c)(10) of this section no
later than 45 calendar days after iden-
tification, or shall empty and remove
the storage vessel from service no later
than 45 calendar days after identifica-
tion. If the vessel cannot be repaired or
emptied within 45 calendar days, the
owner or operator may utilize up to
two extensions of up to 30 additional
calendar days each and comply with
the recordkeeping requirements in
§65.47(d).

(2) If an EFR failure is observed by
the inspection required by paragraph
(c)(10) of this section, the owner or op-
erator shall repair the items as nec-
essary so that none of the conditions
specified in paragraph (c)(10) of this
section exist before filling or refilling
the storage vessel with regulated mate-
rial.

§65.45 External floating roof con-
verted into an internal floating
roof.

The owner or operator who elects to
control storage vessel regulated mate-
rial emissions by using an external
floating roof converted into an internal
floating roof shall comply with the in-
ternal floating roof requirements of
§65.43 except §65.43(a)(3), (b)(2), and
(b)(3) and the external floating roof
deck fitting requirements of §65.44 ex-
cept §65.44(a)(1), (a)(2), (b)), (b)(@8),
(b)(9), (¢), and (d), including the record-
keeping and reporting provisions ref-
erenced therein.

§65.46 Alternative means of emission
limitation.

Any person seeking permission to use
an alternative means of compliance
under this section shall use the proce-
dures of §65.8.

§65.47

(a) Retention time. Each owner or op-
erator of a storage vessel subject to
this subpart shall meet the require-
ments of §65.4, except the record speci-
fied in paragraph (b) of this section

Recordkeeping provisions.
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